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BY TRADES AND STORED OR DISCARDED BY THE FSEC

FOR CONSTRUCTION PURPOSES.

AS DIRECTED BY OWNER.

ANY EXISTING EQUIPMENT AS REQUIRED

EQUIPMENT NOT BEING REUSED TO BE DISCONNECTED

RELOCATED BY THE FSEC AS PER PLANS AND SPECIFICATIONS.
BE DISCONNECTED BY THE TRADES AND
EQUIPMENT DESIGNATED AS RELOCATED SHALL5.

4.

WHERE APPLICABLE.

FSEC SHALL VERIFY ROUGHIN REQUIREMENTS FOR 

TRADES TO REUSE EXISTING ROUGHINS

FUTURE, PURVEYOR SUPPLIED, OWNERS RELOCATED 
EQUIPMENT, OWNER SUPPLIED EQUIPMENT, ETC.

TRADES SHALL DISCONNECT, REMOVE, STORE & RECONNECT

2.

3.

NOTE:

1.
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FREEZER

COOLER

EXISTING 
SERVING

EXISTING KITCHEN

SJBE2FP
06/22/23 CONSTRUCTION

DOCUMENTS AH

EQUIPMENT SCHEDULE

Item Qty DESCRIPTION CW (in) HW (in)
INDIRECT
DRAIN

DIRECT
DRAIN (IN) GAS (in) MBTUH

EXH
DUCT

EXH
CFM

MUA
DUCT

MUA
CFM Volts Ph

Amps
load Equipment Remarks

101 1 WALK-IN COOLER/FREEZER 120 1 (2) 8.0 INSULATED FLOOR: SEE REFRIGERATION PLAN

101A 1 COOLER COIL FFD 120 1 5.0

101B 1 COOLER COMPRESSOR 208 3 10.0 ROOF CURBS BY FSEC

101C 1 FREEZER COIL FFD 208 1 15.0

101D 1 FREEZER COMPRESSOR 208 3 15.0 ROOF CURBS BY FSEC

101E 1 FREEZER COIL HEAT TAPE 120 1 5.0

102 1 SPARE NUMBER

103 14 SHELVING - POLYMER
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BY TRADES AND STORED OR DISCARDED BY THE FSEC

FOR CONSTRUCTION PURPOSES.

AS DIRECTED BY OWNER.

ANY EXISTING EQUIPMENT AS REQUIRED

EQUIPMENT NOT BEING REUSED TO BE DISCONNECTED

RELOCATED BY THE FSEC AS PER PLANS AND SPECIFICATIONS.
BE DISCONNECTED BY THE TRADES AND
EQUIPMENT DESIGNATED AS RELOCATED SHALL5.

4.

WHERE APPLICABLE.

FSEC SHALL VERIFY ROUGHIN REQUIREMENTS FOR 

TRADES TO REUSE EXISTING ROUGHINS

FUTURE, PURVEYOR SUPPLIED, OWNERS RELOCATED 
EQUIPMENT, OWNER SUPPLIED EQUIPMENT, ETC.

TRADES SHALL DISCONNECT, REMOVE, STORE & RECONNECT

2.

3.

NOTE:

1. SJBE2E
06/22/23 CONSTRUCTION

DOCUMENTS AH

TRADES TO INTERWIRE

EXTERIOR MOUNTED 
EXTRA LIGHTS WITH

CONDUIT

TRADES TO INTERWIRE

EXTERIOR MOUNTED 
EXTRA LIGHTS WITH

CONDUIT

101

101

EQUIPMENT SCHEDULE

Item EQUIPMENT DESCRIPTION VOLTS PH
AMPS
LOAD

DIRECT
BY EC

CORDSET
BY FSEC AFF (in) REMARKS

101 WALK-IN COOLER/FREEZER 120 1 8.0 X DFA TRADES WIRE TO JB FOR LIGHTS, DOOR HEATER

SEE SHEET FSE-4
FOR COMPRESSOR & COIL 
ELECTRICAL INFO
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BY TRADES AND STORED OR DISCARDED BY THE FSEC

FOR CONSTRUCTION PURPOSES.

AS DIRECTED BY OWNER.

ANY EXISTING EQUIPMENT AS REQUIRED

EQUIPMENT NOT BEING REUSED TO BE DISCONNECTED

RELOCATED BY THE FSEC AS PER PLANS AND SPECIFICATIONS.
BE DISCONNECTED BY THE TRADES AND
EQUIPMENT DESIGNATED AS RELOCATED SHALL5.

4.

WHERE APPLICABLE.

FSEC SHALL VERIFY ROUGHIN REQUIREMENTS FOR 

TRADES TO REUSE EXISTING ROUGHINS

FUTURE, PURVEYOR SUPPLIED, OWNERS RELOCATED 
EQUIPMENT, OWNER SUPPLIED EQUIPMENT, ETC.

TRADES SHALL DISCONNECT, REMOVE, STORE & RECONNECT

2.

3.

NOTE:

1. SJBE2P
06/22/23 CONSTRUCTION

DOCUMENTS AH

DRAIN LINES TO FFD
FSEC TO PIPE COIL

FFD

101A
101C

EQUIPMENT SCHEDULE

Item EQUIPMENT DESCRIPTION CW (in) HW (in) AFF (in)
DIRECT
DRAIN (in) AFF (in)

INDIRECT
AIR GAP GAS (in) AFF (in) MBTUH REMARKS

101A COOLER COIL FFD FSEC PIPE COIL TO FFD

101C FREEZER COIL FFD FSEC PIPE COIL TO FFD
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BY TRADES AND STORED OR DISCARDED BY THE FSEC

FOR CONSTRUCTION PURPOSES.

AS DIRECTED BY OWNER.

ANY EXISTING EQUIPMENT AS REQUIRED

EQUIPMENT NOT BEING REUSED TO BE DISCONNECTED

RELOCATED BY THE FSEC AS PER PLANS AND SPECIFICATIONS.
BE DISCONNECTED BY THE TRADES AND
EQUIPMENT DESIGNATED AS RELOCATED SHALL5.

4.

WHERE APPLICABLE.

FSEC SHALL VERIFY ROUGHIN REQUIREMENTS FOR 

TRADES TO REUSE EXISTING ROUGHINS

FUTURE, PURVEYOR SUPPLIED, OWNERS RELOCATED 
EQUIPMENT, OWNER SUPPLIED EQUIPMENT, ETC.

TRADES SHALL DISCONNECT, REMOVE, STORE & RECONNECT

2.

3.

NOTE:

1. SJBE2R
06/22/23 CONSTRUCTION

DOCUMENTS AH

E101A

E101C

E101E

ALL TRADES TO VERIFY LOCATION

ROOF OPENING 12" X 12" BY TRADES
FOR REFRIGERATION LINES, ETC

TI
M

E 
C
LO

C
K

TI
M

E 
C
LO

C
K

WALKIN - VERIFY LOCATION WITH FSEC

WIRE FROM COIL TO TIME CLOCK
(SUPPLIED BY FSEC) MOUNTED ON TOP OF

WALKIN - VERIFY LOCATION WITH FSEC

WIRE FROM COIL TO TIME CLOCK
(SUPPLIED BY FSEC) MOUNTED ON TOP OF

OFF VALVES

LIQUID RECEIVER WITH 

HEAD PRESSURE CONTROL

RELIEF VALVE AND SHUT  

TYPICAL PIPING DETAIL
SEE FSEC SHOP DRAWINGS FOR EXACT REQUIREMENTS

SIGHT GLASS

SOLENOID VALVE

EXPANSION VALVE

FILTER/DRIER

VIBRATION ELIMINATOR

COIL IN WALKIN

COMPRESSOR

CONDENSER PACKAGE

CONDENSER COIL

COMP. MOTOR

CONTROL PANEL

POWER SUPPLY - VIF 

FACTORY MOUNTED

TYPICAL WALK-IN FREEZER WIRING SCHEMATIC

FUSED DISCONNECT SWITCH BY FSEC

DRAIN LINE HEATER

LIQUID LINE SOLENOID

BY FSEC

FUSED DISCONNECT SWITCH

INTERWIRING

SEE FSEC SHOP DRAWINGS FOR EXACT REQUIREMENTS

T-STAT

COIL IN
FREEZER

PIPING BY FSEC

120/208 POWER SUPPLY FOR COIL,
THERMOSTAT/SOLENOID, HEATER, ETC - VIF
(FAN MOTORS CONTINOUS RUN)

TIME CLOCKJB

DEFROST TIME CLOCK BY FSEC
VERIFY LOCATION IN FIELD WITH FSEC

CONDENSER

PRESSURE SWITCH

BY FSEC - FACTORY MOUNTED 

COMP. MOTOR

CONTROL PANEL

POWER SUPPLY - VIF 

TYPICAL WALK-IN COOLER WIRING SCHEMATIC

FACTORY MOUNTED
FUSED DISCONNECT SWITCH BY FSEC

SEE FSEC SHOP DRAWINGS FOR EXACT REQUIREMENTS

LIQUID LINE SOLENOID

INTERWIRING

T-STAT

(FAN MOTORS CONTINOUS RUN)

POWER SUPPLY FOR COIL,
THERMOSTAT/SOLENOID, ETC - VIF

COIL IN
COOLER

TIME CLOCKJB

VERIFY LOCATION IN FIELD WITH FSEC 
DEFROST TIME CLOCK BY FSEC

PIPING BY FSEC

CONDENSER

PRESSURE SWITCH

FUSED DISCONNECT SWITCH
BY FSEC - FACTORY MOUNTED 

REFRIGERATION NOTES

FSEC TO VERIFY ALL DIMENSIONS AND DATA IN FIELD

VIBRATION ELIMINATORS FOR SUCTION AND LIQUID LINES.

A.  PROVIDE 12" X 12" ROOF OPENING AND RAISED CURB - VIF.
B.  PROVIDE STRUCTURAL SUPPORT FOR CONDENSOR UNIT - VIF.
C.  PROVIDE FLOOR CONSTRUCTION AND INSULATION AS PER PLAN

D.  PROVIDE INSULATED, REFRIGERANT GRADE OR TYPE "L" COPPER

FOR POSITIVE PUMP DOWN. PROVIDE TRAPPED COIL DRAIN LINES.

HINGED SHROUD, CONTROLS, CURBS, ETC. EVACUATE, CHARGE, TEST, 
WITH COIL, CONDENSER, INSULATED LINES, OUTDOOR CONTROL PACKAGE, 

A.  FSEC SHALL PROVIDE AND INSTALL WALKIN AND REFRIGERATION SYSTEM

E.  ALL LINES SHALL BE SECURELY SUPPORTED AND ANCHORED WITH CLAMPS

D.  PROVIDE PRESSURE TREATED WOOD THERMAL BREAKS UNDER ALL WALKIN

B.  PROVIDE DIRECT EXPANSION TYPE COILS WITH ELECTRIC DEFROST SIMILAR
TO BOHN CO. "LET" SERIES WITH LIQUID LINE SOLENOID VALVE, SUCTION
LINE "P" TRAP, AND THERMOSTAT PIPED AND WIRED TO THE JUNCTION BOX

WALLS UP THRU AND 1/8" ABOVE QUARRY TILE FLOOR TO TOUCH SCREEDS.

C.  PROVIDE AIR COOLED CONDENSER PACKAGE SIMILAR TO COPELAND CO.
"C" SERIES WITH OUTDOOR CONTROLS, HINGED SHROUD, AND FLOODED

PRE-PIPED TO OUTSIDE OF ENCLOSURE WITH DRIER, SIGHT GLASS AND
HEAD PRESSURE CONTROL SYSTEM.  ALL INTERNAL PIPING SHALL BE

2.  GENERAL TRADES

LINE SETS WITH SILVER SOLDER.

1.  FOODSERVICE EQUIPMENT TRADES

ADJUST, ETC. PER G.S..

TIME CLOCKS, SOLENOID/THERMOSTAT, DRAIN LINE HEATER, ETC - VIF

ADJACENT BUILDING WALLS (TO CREATE AIR SPACE TO WALKIN WALL).

M.  PROVIDE FUNNEL FLOOR DRAINS PER PLAN WITH MINIMUM 

J.   INSTALL ALL WIRING PER CODE TO SUPPLY POWER FOR COILS, 

L.   CONNECT DRAIN LINE HEATER (PROVIDED BY FSEC) IN

K.  PROVIDE POWER AND INTERWIRE INTERIOR LIGHTS WITH

I.   PROVIDE POWER AND WIRING PER CODE FOR REFRIGERATION 

G.  INSULATION MUST BE TIGHT AGAINST ALL THERMAL BREAKS AFTER 

F.  PROVIDE THREE LAYERS OF 2" OWENS/CORNING FOAMULAR 150 SERIES 

E.  PROVIDE A MINIMUM OF 4" FROM CENTERLINE OF THERMAL BREAK TO

CONTACT WITH THERMAL BREAKS.

EXTRUDED POLYSTYRENE WITH R-VALUE OF 10 EACH AND DENSITY 

SYSTEM AND CONNECT TO CONTROL PANEL AND DISCONNECT

PITCH 4" FROM WALKIN WALLS. PIPING SHALL NOT INTERFERE WITH 

CONCRETE IS POURED.
H.  PROVIDE A 6 MIL POLYETHYLENE SHEET WATERTIGHT SEAL UNDER THE

ENTIRE INSULATED SUBFLOOR AND UP ALL VERTICAL EXTERIOR SIDES IN

TO SUPPORT CONCRETE. 

(BY FSEC) ON ROOF TOP CONDENSING UNIT.

EXTERIOR CONDUIT.

FREEZER THROUGH J.B.

INSULATED SUBFLOOR.

PHCONN. VOLTS

E101E

E101D

E101A

E101C

E101B

120

208

120

208

208

1

3

1

1

3

ELECTRICAL CONNECTIONS SCHEDULE

HPKW AMPS

5.0

15.0

5.0

15.0

10.0

CONNECTION

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DFA

ROOF

DFA

DFA

ROOF

HEIGHT

WIRING FROM COIL TO TIME CLOCK 

REMARKS

FREEZER COIL HEAT TAPE

WIRING FROM COIL TO TIME CLOCK 

EL
EC

. 
PA

N
EL

AIR INTAKE SIDE

EL
EC

. 
PA

N
EL

AIR INTAKE SIDE

TO COMPRESSOR BY FSEC 
REFRIGERATION LINES FROM COIL

TO COMPRESSOR BY FSEC 
REFRIGERATION LINES FROM COIL

REMOTE, ROOF MOUNTED COMPRESSOR
UNIT FOR WALKIN COOLER
VIF EXACT LOCATION

BY FSEC - 200 LBS± - VIF
30" X 38"± CONDENSING UNIT    

REMOTE, ROOF MOUNTED COMPRESSOR
UNIT FOR WALKIN FREEZER
VIF EXACT LOCATION

BY FSEC - 200 LBS± - VIF
30" X 38"± CONDENSING UNIT    

E101D

E101B

ADJUSTABLE

S.S. THRESHOLD

WIPER GASKET

TIME CLOCK - FIELD

WIRING FROM EVAPORATOR COIL 
TO TIME CLOCK - BY TRADES

INFITTING DOOR

4" URETHANE UL-25 WALL

COIL DRAIN LINE
BY FSEC

LIGHT

CEILING

COIL

ANTI-SWEAT HEATER WIRE
FINISH FLOOR

DRAIN TILE W/ GRAVEL FILL - ONLY

CLOSURE TRIM

HEAT TAPE ON 
COIL DRAIN LINE

ON FREEZER ONLY

(FREEZER ONLY)

BY TRADES

CONCRETE

IF REQUIRED BY BUILDING CODE
OR FIELD CONDITIONS BY TRADES

FLOOR SLAB

COVED SCREED

FOAMULAR LT30 (R-28 MIN.)
6" EXTRUDED POLYSTYRENE INSUL.

CONCRETE SLABS
BY TRADES

PER PLAN BY TRADES
FUNNEL FLOOR DRAIN

TRAP

WITH VAPOR BARRIER BELOW
(6 mil POLYTHYLENE) BY TRADES

CLOSURE TRIM

INSTALLED BY FSEC

WITH TOP OF FINISH FLOOR
SET TOP OF MEMBER EVEN 

WITH VAPOR BARRIER
2x10 P.T. WOOD MEMBER

& WIRING - BY TRADES
FOR REFRIGERATION LINES &
12"x12"x12" RAISED ROOF CURB

WITH DISCONNECT

REFRIGERATION

SCREEN

MAIN POWER LINE TO 

ROOF

4"x4" METAL CURB
BY FSEC

HINGED SHROUD & OUTDOOR
CONTROLS BY FSEC - 250 LBS.±

ROOF TOP COMPRESSOR UNIT WITH MASTER ELEC. PANEL

TYPICAL WALKIN DETAIL
DETAIL IS FOR BIDDING PURPOSES ONLY.

WITH MANUFACTURER'S SHOP DRAWINGS
ALL TRADES TO VERIFY REQUIREMENTS

SCALE:  1/2" = 1'-0"

UNIT - BY TRADES
LINES BY FSEC

TIME CLOCK - FIELD
INSTALLED BY FSEC

& LAG BOLTS

(6 mil POLYEYHYLENE) BY TRADES

WITH VAPOR BARRIER
(6 mil POLYEYHYLENE) BY TRADES

WITH TOP OF FINISH FLOOR
SET TOP OF MEMBER EVEN 

2x10 P.T. WOOD MEMBER

PARTITION WALLS
AT PERIMETER AND ALL 

PARTITION WALLS
AT PERIMETER AND ALL 
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FREEZER HEAT TAPE

BR-24
FREEZER COIL

BR-21,23

COOLER COIL

BR-25

COOLER COMP

BR-26,28,30

REMOVE CONNECTIONS AND 

ASSOCIATED FEEDERS TO EXISTING 

COOLER/FREEZER BACK TO PANEL.
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ADDENDUM #2 10.20.2022

ELECTRICAL SPECIFICIATION

1. CONTRACTOR TO PROCURE ALL REQUIRED BUILDING PERMITS AND INSPECTIONS TO COMPLETE PROJECT.

2. ALL WORK SHALL BE PERFORMED IN ACCORDINANCE WITH THE MICHIGAN ELECTRICAL CODE.

3. PROVIDE NEW ELECTRICAL SERVICES FROM CONSUMERS ENERGY AS INDICATED.  COORDINATE SCOPE OF WORK AND PROVIDE ALL WORK TO PROVIDE A FULLY 

FUNCTIONAL ELECTRICAL SERVICE.

4. REMOVE ALL ELECTRICAL EQUIPMENT, WIRE, CONDUIT, ETC ASSOCIATED WITH DEMOLISHED EQUIPMENT.

5. REMOVE ALL ABANDONDED ELECTRICAL CONDUIT AND WIRE BACK TO SOURCE.

6. PROVIDE SHOP DRAWINGS FOR THE FOLLOWING:

A. CONDUIT.

B. CONDUCTORS.

C. WIRING DEVICES INCLUDING COVERPLATES.

D. DISCONNECT SWITCHES, ENCLOSED CIRCUIT BREAKERS AND FUSED SWITCHES.

E. PANELBOARDS. AND SWITCHBOARDS

7. PATCH, REPAIR, AND PAINT ANY OPENINGS THROUGH ROOF, CEILINGS, WALLS, OR FLOORS TO MATCH EXISTING CONDITION.

8. THE OWNER SHALL HAVE FIRST RIGHT OF REFUSAL OF ALL DEMOLISHED EQUIPMENT.

9. MINIMUM CONDUIT SIZE SHALL BE 1/2" TRADE SIZE.

10. USE THE CONDUIT TYPE SUITABLE FOR THE ENVIRONMENT IN WHICH IS IS LOCATED:

A. INDOORS: EMT WITH SET SCREW FITTINGS.  MC CABLE IS ACCEPTABLE FOR BRANCH CIRCUITS WHERE CONCEALED.

B. OUTDOORS:  RIGID GALVANIZED STEEL.

C. UNDERGROUND:  RIGID NON METALLIC SCHEDULE 80 PVC.

D. CONDUIT EXITING FROM UNDERGROUND SHALL TRANSITION TO EMT/RGS PRIOR TO BEING EXPOSED.

11. PROVIDE CONDUIT SLEEVES FOR LOW VOLTAGE DATA CABLING.

12. ALL CABLING SHALL BE IN CONDUIT UNLESS ABOVE AN ACCESSIBLE CEILING WHERE "J" HOOKS ARE ACCEPTABLE.

13. ALL BOXES SHALL BE RECESSED IN WALLS AND CONDUIT CONCEALED WHERE POSSIBLE.

14. MINIMUM CONDUCTOR SIZE FOR POWER SHALL BE #12 AWG.  ANY BRANCH CIRCUITS OVER 100' IN LENGTH SHALL BE #10 AWG MINIMUM FOR VOLTAGE DROP.

15. PROVIDE THHN-2 COPPER INDOORS AND THWN-2 COPPER OUTDOORS, UNLESS NOTED OTHERWISE OR DICTATED OTHERWISE BY THE NEC.

16. PROVIDE GROUNDING ELECTRODE SYSTEM AND EQUIPMENT GROUNDING PER THE NATIONAL ELECTRIC CODE.

17. PANELBOARDS SHALL BE FULLY RATED, SERIES RATED PANELS ARE NOT ACCEPTABLE. HAVE HINGED SWING DOOR-IN-DOOR.  LOAD CENTERS ARE NOT ACCEPTABLE.  

SQUARE D NQOD OR EQUAL FOR 208/120V BRANCH PANELBOARDS.  SQUARE D NF OR EQUAL FOR 480/277V PANELBOARDS.  PROVIDE TYPED PANELBOARD CIRCUIT 

LABEL CARDS.  UPDATE ALL EXISTING LABEL CARDS AS REQUIRED.

18. RECEPTACLES SHALL BE TAMPER-RESISTANT EXTRA HEAVY DUTY GRADE, 20AMP MINIMUM. WHITE IN COLOR UNLESS NOTED OTHERWISE.

19. ALL DEVICE COVERS SHALL MATCH DEVICE COLOR UNLESS STAINLESS STEEL COVERS ARE SPECIFIED.

20. WEATHERPROOF RECEPTACLE COVERS SHALL BE METAL, WHILE-IN-USE TYPE.

21. IT IS UNDERSTAND AND AGREED BY THE INSTALLER THAT WORK HEREIN DESCRIBED SHALL BE COMPLETE IN EVERY DETAIL, EVEN THOUGH EVERY ITEM INVOLVED IS NOT 

PARTICULARLY MENTIONED. INSTALLER SHALL BE HELD TO PROVIDE ALL LABOR AND MATERIALS NECESSARY FOR THE WORK INTENDED AND DESCRIBED FOR A 

COMPLETE AND OPERATIONAL SYSTEM. SUCH MATERIALS SHALL INCLUDE, BUT ARE NOT LIMITED TO, CONDUIT, FITTINGS, COVERPLATES, WIRING, BREAKERS, CONTROL 

DEVICES, LIGHTING ACCESSORIES, ETC. THIS ALSO INCLUDES EQUIPMENT REQUIRED BY STATE AND LOCAL CODES.

1/8" = 1'-0"

KITCHEN ELECTRICAL PLAN

NOTES:

TOTAL EST. DEMAND (A): 115 A

TOTAL CONN. LOAD (A): 115 A

TOTAL EST. DEMAND LOAD: 41292 VA

RECEPTACLE 540 VA 100.00% 540 VA TOTAL CONN. LOAD: 41292 VA

HVAC 40752 VA 100.00% 40752 VA

LOAD CLASSIFICATION CONNECTED LOAD DEMAND FACTOR ESTIMATED DEMAND PANEL TOTALS

TOTAL AMPS: 126 A 118 A 103 A

TOTAL LOAD: 14920 VA 13962 VA 12410 VA

41 42

39 40

37 38

35 36

33 34

31 32

29 167 30

27 167 28

25 HVAC COOLER 22E 20 A 1 500 167

3 20 A HVAC COOLER 22E

26

23 250 500 1 20 A HVAC FREEZER 22D 24

21
HVAC FREEZER 22D 20 A 2

250 167 22

19 CP-AHU1 20 A 1 528 167 20

17 CP-AHU2 20 A 1 528 167

3 20 A HVAC FREEZER 22D

18

15 B-2 25 A 1 2400 180 1 20 A RECEPTACLE BOILER ROOM 24 16

13 B-1 25 A 1 2400 360 1 15 A ROOF CONV. RECEPTACLE 14

11 3699 1701 12

9 3699 1701 10

7

P-2 60 A 3

3699 1701

3 25 A AHU-2

8

5 3699 1701 6

3 3699 1701 4

1

P-1 60 A 3

3699 1701

3 35 A AHU-1

2

CKT CIRCUIT DESCRIPTION TRIP POLES A B C POLES TRIP CIRCUIT DESCRIPTION CKT

FED FROM: MDP RATING: 225 A, MOUNTING: Recessed

LOCATION: CORRIDOR 124 VOLTS: 120/208 WYE, 3PH, 4W A.I.C. RATING:

PANEL: BR
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